@
DIAL INDICATOR STANDS, COMPARATOR STANDS.

DGS -1

DGS -1

1000
Mini Dial Indicator Stand 1040
(Carbide Anvil) Upright Dial Gauge Stand

1010
Mini Dial Indicator Stand

Jafuji' Dial Indicator Stands and Comparator Stands
are of Robust Design. And have Accurately Ground
working surfaces. Rapid Adjustment of the Dial
Indicator is possible by moving it along the vertical
columns which facilitates measurements at any point

over the table.



CODE NO: CLAMPING MAXI FINE MASS REMARKS
STEM WORKING ADJUSTING Kg
DIAMETER HEIGHT RANGE
1000 . 8mm 100mm - 2.8
1010 8mm 100mm - £ 2.8
1040 - 20mm - 15 Lug-On-Centre
Back Centre clamp

DGS - 1

1000

MINI DIAL INDICATOR STAND

(Carbide Anvil)

Indigenously designed and developed for special applications.

DGS - 1

1010

MINI DIAL INDICATOR STAND

This Measuring stand is particularly suitable for quick and accurate inspection of small flat or
round works. It is also readily adaptable as a thickness gauge.

1040

UPRIGHT DIAL GAUGE STAND

*Compact and inexpensive Dial Gauge Stand.

* Suitable for inspecting small parts on the shop floor.
* Anvil diameter : 40mm.
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