DAL GAUGE STANDS _

DGS -7

1060
Watch Maker's
Mini Dial Indicator Stand

1090
Mykrokator Stand

1070
Watch Maker's
Mini Dial Indicator Stand

JAFUJI" Dial indicator stands are extremely rugged and
universally adjustable to any position, these gauges are well suited
to inspection, checking and line-up operations anywhere in the
shop. All settings are individually made without disturbing others.
Quick height positioning of the indicator in a vertical plane is

possible by knurled thumb knob.



CODE NO. CLAMPING MAXI FINE MASS REMARKS
STEM WORKING ADJUSTING Kg
DIAMETER HEIGHT RANGE
1060 . 8mm 50mm 50mm 6
1070 8mm 50mm 5Smm 2.4
1090 28/8mm 100mm “ 5mm 6
DGS - 7s
1060

Similar as 1070 with Anvil height fine adjustment of 50mm.

DGS - 7

1070

The Ideal Dial Gauge Stand for Checking Small Components for Rapid Inspection settings of Small
Components, Anvil is provided with Fine Adjustment by means of Knurled Thumb nut from Bottom.

DGS -9

1090

Fine Adjustment Screws at the Bottom to Adjust the Height of the Anvil. Shank Dia 8 mm or 28 mm
Interchangeble.
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